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Acoustic spectral hole-burning in a two-level system ensemble
G. Andersson 1✉, A. L. O. Bilobran 2, M. Scigliuzzo 1, M. M. de Lima 2, J. H. Cole 3 and P. Delsing 1
Microscopic two-level system (TLS) defects at dielectric surfaces and interfaces are among the dominant sources of loss in
superconducting quantum circuits, and their properties have been extensively probed using superconducting resonators and
qubits. We report on spectroscopy of TLSs coupling to the strain field in a surface acoustic wave (SAW) resonator. The narrow free
spectral range of the resonator allows for two-tone spectroscopy where a strong pump is applied at one resonance, while a weak
signal is used to probe a different mode. We map the spectral hole burnt by the pump tone as a function of frequency and extract
parameters of the TLS ensemble. Our results suggest that detuned acoustic pumping can be used to enhance the coherence of
superconducting devices by saturating TLSs.
npj Quantum Information            (2021) 7:15 ; https://doi.org/10.1038/s41534-020-00348-0
INTRODUCTION
Two-level systems (TLSs) have attracted substantial interest in
recent years1,2 as they are among the most important sources of
loss limiting the performance of superconducting quantum
circuits3–8. Considerable efforts have been invested in attempting
to understand their properties in order to mitigate this
problem9,10, and the dramatic improvements in the coherence
of superconducting devices over the last decade are due mainly to
design and process developments that reduce TLS loss. TLSs
couple both to electromagnetic fields4,5,11 and to strain12–14 and
recent approaches to investigating their behaviour typically
involve measuring the lifetimes and resonance frequencies of
superconducting resonators and qubits6–8,15. Much of the
standard theory of TLSs, however, was developed prior to the
emergence of superconducting qubits, in experimental and
theoretical research on their ultrasonic properties16,17. In the
present work we combine these approaches to probe TLSs in an
acoustic resonator operating in the quantum regime where hω≪
kBT.
From experiments applying strain to superconducting qubit
devices, there is an evidence that the same individual TLSs couple
to both strain and electric field12,18,19. Most TLSs inducing loss in
superconducting devices are weakly coupled, and relaxation by
phonon emission is generally understood to limit their lifetime2,20.
The strain associated with applied acoustic fields therefore should
probe the same ensemble as circuit electric fields.
Two-tone spectroscopy of TLSs has been performed using the
fundamental and harmonic modes of a superconducting coplanar
waveguide resonator21, as well as more recently with the two
normal modes of a system of coupled resonators22. The large
mode spacing of coplanar waveguide resonators limit these
experiments to a small number of frequency points. In contrast,
the short wavelength of sound compared to electromagnetic
radiation gives rise to a spectrum with multiple closely spaced
modes with small differences in spatial distribution. This allows for
two-tone spectroscopy where the pump-probe detuning is
variable with a resolution corresponding to the mode spacing.
By varying this detuning, it is possible to probe the shape of the
spectral hole burnt in the TLS ensemble by the pump as a function
of both frequency and power.
Surface acoustic wave (SAW) devices have been used in a
number of quantum acoustic experiments, coupling mechanical
modes to superconducting qubits23. Exotic regimes of atom-field
interaction have been demonstrated24, as well as the controlled
generation of quantum states of SAW25. TLSs have also been
demonstrated to induce significant loss in SAW resonators at
cryogenic temperatures26. Here, we exploit this effect as well as
the narrow free spectral range of a SAW resonator to perform
pump-probe spectroscopy of the TLS ensemble.
RESULTS
Single mode loss saturation
While the microscopic nature of TLSs is still not well understood,
the phenomenological standard tunnelling model (STM)2,27,28
describes successfully many of the low-temperature properties of
amorphous solids. The STM models a TLS as a particle in a double-
well potential, where two minima of similar energy are separated
by a tunnel barrier. Electric and strain fields deform the potential,
inducing tunnelling between the two states. For the loss
saturation of a single mode of frequency fr, the standard theory







 βr þ 1Qres ; (1)
where Qint is the internal Q-factor, QTLS the Q-factor corresponding
to TLS loss and n (nC) is the average (critical) phonon number in
the resonator. Residual internal loss not due to TLS is represented
by Qres. The shape of the saturation curve is characterised by the
phenomenological parameter β, where the scaling β= 1 is
expected from the standard theory, while values β < 1 are
commonly found in superconducting resonators. Since the
temperature is low we use the approximation tanh _ωr=ð2kBTÞ½  ¼
1 for the purpose of fitting.
Figure 1 shows the resonator spectrum measured with a vector
network analyzer. The internal Q-factor is extracted from fits to the
data and plotted as a function of probe power is in Fig. 1c. We
observe an order-of-magnitude change with power, indicating
that SAW propagation losses at low temperature are limited by
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the TLS loss. Fitting to Eq. (1), we find good agreement with theory
and obtain β= 1.05, close to β= 1 as predicted by the STM.
Two-tone spectroscopy
We now turn to the two-tone spectroscopy scheme. In this setup,
a drive tone is applied at a mode in the centre of the stopband
(ωr/2π= 2.399 GHz). As the power in the pump mode is swept, we
measure the change in Q-factor and resonance frequency of all
other modes using a weak probe signal. This yields the loss and
frequency shift as a function of phonon number in the pump
mode n as well as pump-probe detuning Δ=ωprobe−ωpump. Due
to the frequency dependence of the IDT response, all the modes
have slightly different external quality factors. For this reason, the
pump is fixed to a single mode to avoid the pump power
adjustments necessary to get the same average phonon number
in different modes. Based on the STM, expressions for the probe
























The effective Rabi frequency Ω of the pump may be expressed as
ħΩ= 2γεpump, where γ is the average elastic dipole moment
coupling the TLS to the strain field of amplitude εpump. This implies
the drive strength depends on the average phonon number in the




. Here, tan δ is the dielectric loss
tangent due to TLS. The frequency shift moves probe modes
closer to the pump mode and for a given Δ it is maximised by a
finite n= nmax. This can be understood from the dispersive
interaction, where each off-resonant ground state TLS contributes
a shift Δωr;i ¼ g2i =ðωr  ωiÞ. Saturating TLSs disables this interac-
tion. For pump phonon numbers n > nmax, TLSs on both sides of
the probe mode get saturated, and the frequency shift starts to
diminish. For n < nmax TLSs are saturated predominantly on one
side of the probe mode.
The same model also yields the loss in two-tone spectroscopy.

























The internal Q-factor as a function of pump power of modes
detuned from the pump by 2, 4 and 8 times the FSR, respectively,
is shown in Fig. 1c along with fits to Eq. (3). Comparing to the
single mode loss, we note that saturation in detuned probe modes
occurs at higher pump powers. In the single mode measurement,
TLS losses are reduced by more than 90% at pump phonon
numbers of n= ns ≈ 10
5. At this power, still only TLSs near-
resonant with the pump mode are saturated, with little impact on
the loss in other modes. As the pump power is increased further,
TLSs are saturated across a wider frequency span, reducing losses
in nearby modes. This is illustrated in Fig 2a.
The full probe response as a function of detuning and pump
power is shown in Fig. 2. The loss due to TLS is plotted in Fig. 2a
and a fit to Eq. (3) is shown in Fig. 2c. For pump phonon numbers
n > ns, the losses in the pumped mode are completely saturated
and no additional effects of increased pump power can be
resolved. The shape of the spectral hole, however, depends
strongly on power in the entire range accessible in this
experiment. The spectral hole due to the pump continues to
widen as the pump power is increased even though pump mode
losses are completely saturated. Conversely, holes in the absorp-
tion spectrum burnt using pump phonon numbers below ns are
not well resolved by the free spectral range of the resonator.
Figure 2b shows the measured frequency shifts, and the fit to Eq.
(2) is plotted in Fig. 2d. We observe that unlike the loss saturation,
the frequency shift is not monotonic in power for a given
detuning Δ. This is consistent with our model of the dispersive
interaction between off-resonant TLSs and the SAW modes.
Strength of SAW–TLS interaction
In the single mode measurements, we observe a scaling of the
effective Rabi frequency with phonon number that is consistent
with the STM. We extract β= 1.05 which is in good agreement
with Ω / ffiffiffinp . However, in the two-tone experiment the behaviour
is different. The scaling of the extracted effective Rabi frequency
characterising the coupling of the modes to the TLS bath does not
correspond to the expected Ω / ffiffiffinp . Instead, we find Ω∝ nk with
k ≈ 0.3, with a slight divergence between the values obtained from
the frequency shift and loss. The Rabi frequency Ω as a function of
pump strength is shown separately for the loss and frequency
shift fits in Fig. 3. A mechanism that has been suggested to cause
slower scaling than square root in the loss saturation with power is
based on TLS–TLS interactions that cause TLSs to fluctuate in
frequency in and out of resonance with the probe mode9,29,30.
There are two main differences between the single mode and
two-tone experiments. In addition to the pump being off-resonant
in the two-tone case, the power is also substantially higher (n > ns).
It is not clear why TLS–TLS interactions should play a larger role in
the two-tone experiment. One reason could be that the effect of
TLSs drifting in frequency between the pump and probe







Fig. 1 Resonator characterisation. a Magnitude of the reflection
coefficient of the SAW resonator measured at high power (n ≈ 4 ⋅
105). The dashed outline indicates the pump mode at 2.399 GHz.
b Example of fit to the pump mode resonance at low power (n < 1).
c Internal Q-factor as a function of phonon number in the pump
mode for the pump mode (red dots) as well as three probe modes
below the pump. The pump-probe detunings are indicated and fits
are shown as solid lines. The single mode loss saturation is fitted
with Eq. (1). The loss saturation in the detuned probe modes is fitted
with Eq. (3).
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A simpler model for the two-tone spectroscopy was derived in
ref. 31. Under the assumption of uniform coupling strength of TLSs
to the resonant modes, the spectral hole has a Lorentzian
lineshape. In Supplementary Note 1, we repeat the analysis of our
two-tone spectroscopy data using this model and obtain a scaling
for the Rabi frequency of Ω∝ n0.3 (Supplementary Figs. 1–3). That
a similar scaling is obtained with different models suggests the
disparate scaling between on- and off-resonant pumping is a real
effect, although it does not explain its physical mechanism.
If we instead fit Eqs. (2) and (3) with the power as independent




for each probe mode, we can
extract an average single phonon Rabi frequency Ω0/2π= 25 kHz.
This is of the same order as what is found in ref. 22. In order to
obtain an estimate for the intrinsic TLS linewidth, we rewrite the
denominator of the single mode power dependence given by Eq.
(1) in terms of the effective Rabi frequency and loss rates as
n=nC ¼ Ω2T1T2 (5)
where T1 and T2 are the TLS excited state lifetime and coherence
time, respectively. This implies that at above the critical phonon










drive strength, and that T2= 2T1, we can extract an approximate
characteristic TLS coherence time T2 ≈ 2 μs. While obtaining this
value relies on many assumptions, it appears consistent with the
width of the spectral holes observed in the two-tone
spectroscopy.
DISCUSSION
Our measurements have revealed the shape of the spectral hole
burnt in a TLS ensemble by a strong pump. We have shown that
the response in acoustic susceptibility due to pumping is
qualitatively well captured by theory based on the STM22, but
find a deviation in the scaling of the extracted Rabi frequency with
pump power. From our measurements we extract estimations of
the average single phonon Rabi frequency and linewidth of the
TLS distribution.
Our results suggest using acoustic pumping to mitigate TLS loss
in superconducting qubits. While improvements in design and





















Fig. 2 Two-tone spectroscopy of the TLS ensemble. a Illustration of TLS saturation due to the pump. Near-resonant TLSs in the ground state
can be excited by the SAW field and the induce loss. Saturated TLSs do not contribute to the loss. At the single mode saturation phonon
number ns, TLS loss is mitigated in the pump mode, while losses in other modes are only marginally affected. As the strength of the pump
tone is increased, the spectrum of the saturated TLSs becomes wider, reducing loss substantially in nearby modes. In two-tone spectroscopy, a
drive tone is applied at the pump mode and response in the other modes are measured as a function of detuning Δ and the number of pump
phonons n. The TLS loss 1/QTLS is shown in b with fits to Eq. (3) (solid lines). The colour scale indicates the pump phonon number. Applying a
detuned pump also induces a frequency shift in the probe mode, plotted in c with fits to Eq. (3) (solid lines) and a 5 kHz offset between traces.
In d we plot the TLS loss as a function of detuning and pump phonon number, with the fit shown in e. The corresponding plots for the
frequency shift are shown in f, g. The frequency resolution in Δ in the measurement is given by the free spectral range of the resonator.
Fig. 3 Effective Rabi frequency of the pump extracted from fits as
function of number of pump phonons. Data shown in black derives
from fits to the probe loss in two-tone spectroscopy (Fig. 3b). The
frequency shift (Fig. 3c) yields smaller values for the pump strength
at high phonon numbers, shown here in red. Solid lines show fits to
extract the scaling. The blue line shows the k= 0.5 slope predicted
by the STM, corresponding to Ω / ffiffiffinp .
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recent years, active means of TLS saturation32 are hard to develop
due to the incompatibility of resonant microwave pump fields
with device functionality. This limitation does not necessarily
apply to the acoustic pumping scheme demonstrated here. For a
spectral hole due to an applied SAW drive, it is straightforward to
reach a linewidth of several tens of MHz, which allows for
pumping at sufficient detuning to prevent spurious excitations
due to crosstalk, but still within range of the spectral hole. While
high-coherence superconducting devices are not compatible with
piezoelectric substrates33, the generation of high-frequency SAW
on non-piezoelectric substrates, including silicon, is well estab-
lished34–36. Combining SAW and superconducting qubits could
then be done by fabricating IDTs on local piezoelectric thin films,
while the qubits are placed directly on the non-piezoelectric
substrate. Acoustic resonators also have a lower intrinsic
sensitivity to temperature than superconducting devices, which
should make them well suited for studying the temperature
dependence of TLS-induced noise and dissipation across a wide
temperature range.
Methods
Our device, shown schematically in Fig. 4, consists of two Bragg
mirrors with 800 fingers each, separated by a distance d=
1440 μm. An interdigital transducer (IDT) at the centre of the
cavity provides an input and output port. The mirrors and IDT are
fabricated from aluminium on a piezoelectric GaAs substrate. The
IDT has 50 periods of 1.2 μm and a split-finger design to suppress
mechanical reflections37. The mirrors provide a stopband of
~40MHz centred around 2.40 GHz. As the IDT is spatially centered
with respect to the mirrors, only even modes can be excited,
giving an effective free spectral range of FSR= vSAW/L= 1.97 MHz,
supporting 20 modes within the stopband. Due to the finite
penetration depth (~15 μm) of the field into the reflectors, the
effective cavity length L is greater than the mirror edge separation
d. To probe the resonator we measure the reflection off the IDT via
a circulator. In two-tone spectroscopy the pump tone is also
applied at the same port. The measurements presented here are
performed at the 10mK base temperature of a dilution
refrigerator.
DATA AVAILABILITY
The data generated and analysed in this study are available from the corresponding
author upon reasonable request.
Received: 6 April 2020; Accepted: 16 November 2020;
REFERENCES
1. Paladino, E., Galperin, Y., Falci, G. & Altshuler, B. L. 1/ f noise: Implications for solid-
state quantum information. Rev. Mod. Phys. 86, 361–418 (2014).
2. Müller, C., Cole, J. H. & Lisenfeld, J. Towards understanding two-level-systems in
amorphous solids - insights from quantum circuits. Rep. Prog. Phys. 82, 12 (2019).
3. Martinis, J. M. et al. Decoherence in Josephson qubits from dielectric loss. Phys.
Rev. Lett. 95, 210503 (2005).
4. Gao, J. et al. Experimental evidence for a surface distribution of two-level systems
in superconducting lithographed microwave resonators. Appl. Phys. Lett. 92,
152505 (2008).
5. Wisbey, D. S. et al. Effect of metal/substrate interfaces on radio-frequency loss in
superconducting coplanar waveguides. J. Appl. Phys. 108, 8–12 (2010).
6. Klimov, P. V. et al. Fluctuations of energy-relaxation times in superconducting
qubits. Phys. Rev. Lett. 121, 90502 (2018).
7. Burnett, J. J. et al. Decoherence benchmarking of superconducting qubits. npj
Quantum Inf. 5, 54 (2019).
8. Schlör, S. et al. Correlating decoherence in transmon qubits: low frequency noise
by single fluctuators. Phys. Rev. Lett. 123, 190502 (2019).
9. Burnett, J. et al. Evidence for interacting two-level systems from the 1/f noise of a
superconducting resonator. Nat. Commun. 5, 4119 (2014).
10. De Graaf, S. E. et al. Suppression of low-frequency charge noise in super-
conducting resonators by surface spin desorption. Nat. Commun. 9, 1143 (2018).
11. Pappas, D. P., Vissers, M. R., Wisbey, D. S., Kline, J. S. & Gao, J. Two level system loss
in superconducting microwave resonators. IEEE Trans. Appl. Superconduct. 21,
871–874 (2011).
12. Grabovskij, G. J., Peichl, T., Lisenfeld, J., Weiss, G. & Ustinov, A. V. Strain tuning of
individual atomic tunneling systems detected by a superconducting qubit. Sci-
ence 338, 232–234 (2012).
13. Anghel, D. V., Kühn, T., Galperin, Y. M. & Manninen, M. Interaction of two-level
systems in amorphous materials with arbitrary phonon fields. Phys. Rev. B 75,
064202 (2007).
14. Rogge, S., Natelson, D. & Osheroff, D. D. Nonequilibrium and hysteretic low
temperature dielectric response to strain in glasses. J. Low. Temp. Phys. 106,
717–725 (1997).
15. Shalibo, Y. et al. Lifetime and coherence of two-level defects in a Josephson
junction. Phys. Rev. Lett. 105, 177001 (2010).
16. Phillips, W. A. Two-level states in glasses. Rep. Prog. Phys. 50, 1657–1708 (1987).
17. Hunklinger, S. & Arnold, W. Ultrasonic properties of glasses at low temperatures,
vol. 12. 155–215 (Academic Press, 1976).
18. Lisenfeld, J. et al. Observation of directly interacting coherent two-level systems
in an amorphous material. Nat. Commun. 6, 6182 (2015).
19. Lisenfeld, J. et al. Electric field spectroscopy of material defects in transmon
qubits. npj Quantum Inf. 5, 105 (2019).
20. Jäckle, J. On the ultrasonic attenuation in glasses at low temperatures. Z. Phys.
257, 212–223 (1972).
21. Sage, J. M., Bolkhovsky, V., Oliver, W. D., Turek, B. & Welander, P. B. Study of loss in
superconducting coplanar waveguide resonators. J. Appl. Phys. 109, 063915 (2011).
22. Kirsh, N., Svetitsky, E., Burin, A. L., Schechter, M. & Katz, N. Revealing the nonlinear
response of a tunneling two-level system ensemble using coupled modes. Phys.
Rev. Mater. 1, 012601 (2017).
23. Gustafsson, M. V. et al. Propagating phonons coupled to an artificial atom. Science
346, 207–211 (2014).
24. Moores, B. A., Sletten, L. R., Viennot, J. J. & Lehnert, K. W. Cavity quantum acoustic
device in the multimode strong coupling regime. Phys. Rev. Lett. 120, 227701
(2018).
25. Satzinger, K. J. et al. Quantum control of surface acoustic wave phonons. Nature
563, 661–665 (2018).
26. Manenti, R. et al. Surface acoustic wave resonators in the quantum regime. Phys.
Rev. B 93, 041411 (2016).
27. Machlup, S. Noise in semiconductors: Spectrum of a two-parameter random
signal. J. Appl. Phys. 25, 341–343 (1954).
28. Dutta, P. & Horn, P. M. Low-frequency fluctuations in solids: 1f noise. Rev. Mod.
Phys. 53, 497–516 (1981).
29. Faoro, L. & Ioffe, L. B. Internal loss of superconducting resonators induced by
interacting two-level systems. Phys. Rev. Lett. 109, 157005 (2012).
Fig. 4 Device layout. Microscope image showing the IDT and right
hand Bragg mirror and schematic illustration of the SAW resonator.
The IDT and mirrors are fabricated in aluminium on a GaAs substrate
with gold ground planes. Inset shows part of the Bragg mirror. The
IDT with 50 periods provides a coupling port and is centered with
respect to the Bragg mirrors. The mirrors have N= 800 fingers each
that are shorted together. As the length of the resonator is more
than 1000 wavelengths, the spatial distributions of the different
modes are nearly identical. The resonator is measured in reflection
using a microwave circulator.
G. Andersson et al.
4
npj Quantum Information (2021)    15 Published in partnership with The University of New South Wales
30. Faoro, L. & Ioffe, L. B. Interacting tunneling model for two-level systems in
amorphous materials and its predictions for their dephasing and noise in
superconducting microresonators. Phys. Rev. B - Condens. Matter Mater. Phys. 91,
014201 (2015).
31. Capelle, T. et al. Probing a two-level system bath via the frequency shift of an off-
resonantly driven cavity. Phys. Rev. Appl. 13, 034022 (2020).
32. Matityahu, S. et al. Dynamical decoupling of quantum two-level systems by
coherent multiple landau-zener transitions. npj Quantum Inf. 5, 114 (2019).
33. Scigliuzzo, M. et al. Phononic loss in superconducting resonators on piezoelectric
substrates. N. J. Phys. 22, 053027 (2020).
34. Kino, G. S. & Wagers, R. S. Theory of interdigital couplers on nonpiezoelectric
substrates. J. Appl. Phys. 44, 1480–1488 (1973).
35. Büyükköse, S., Vratzov, B., Van Der Veen, J., Santos, P. V. & Van Der Wiel, W. G.
Ultrahigh-frequency surface acoustic wave generation for acoustic charge
transport in silicon. Appl. Phys. Lett. 102, 4774388 (2013).
36. Yuan, M. et al. Generation of surface acoustic waves on doped semiconductor
substrates. J. Phys. D: Appl. Phys. 50, 484004 (2017).
37. Bristol, T. W., Jones, W. R., Snow, P. B. & Smith, W. R. Applications of double
electrodes in acoustic surface wave device design. In 1972 Ultrasonics Sympo-
sium, 343–345 (1972).
ACKNOWLEDGEMENTS
This work was supported by the Swedish Research Council, VR and by the Knut and
Alice Wallenberg foundation. This project has also received funding from the
European Union’s Horizon 2020 research and innovation programme under grant
agreement No 642688 (SAWtrain). JHC is supported by the Australian Research
Council Centre of Excellence programme through Grant number CE170100026 and
the Australian National Computational Infrastructure facility.
AUTHOR CONTRIBUTIONS
G.A. and A.L.O.B. fabricated the devices and performed the measurements and
analysis. M.S. and G.A. developed the conceptual idea behind the experiment, and M.
S., A.L.O.B. and G.A. contributed to sample design. J.H.C. provided theory support. P.D.
and M.M.d.L. supervised the project. G.A. wrote the manuscript with input from all
coauthors.
FUNDING
Open Access funding provided by Chalmers University of Technology.
COMPETING INTERESTS
The authors declare no competing interests.
ADDITIONAL INFORMATION
Supplementary information is available for this paper at https://doi.org/10.1038/
s41534-020-00348-0.
Correspondence and requests for materials should be addressed to G.A.
Reprints and permission information is available at http://www.nature.com/
reprints
Publisher’s note Springer Nature remains neutral with regard to jurisdictional claims
in published maps and institutional affiliations.
Open Access This article is licensed under a Creative Commons
Attribution 4.0 International License, which permits use, sharing,
adaptation, distribution and reproduction in anymedium or format, as long as you give
appropriate credit to the original author(s) and the source, provide a link to the Creative
Commons license, and indicate if changes were made. The images or other third party
material in this article are included in the article’s Creative Commons license, unless
indicated otherwise in a credit line to the material. If material is not included in the
article’s Creative Commons license and your intended use is not permitted by statutory
regulation or exceeds the permitted use, you will need to obtain permission directly
from the copyright holder. To view a copy of this license, visit http://creativecommons.
org/licenses/by/4.0/.
© The Author(s) 2021
G. Andersson et al.
5
Published in partnership with The University of New South Wales npj Quantum Information (2021)    15 
